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1. Introduction
The  design,  scale-up,  and  optimization  of  industrial  processes  conducted  in  agitated 




conditions  can  be  achieved  by  using  various  techniques  of  mixing,  vibration,  rotation, 
pulsation  and  oscillation  in  addition  to  other  techniques,  such  as  the  use  of  fluidization, 
turbulence promotes or magnetic and electric fields, and so on.
A magnetic field (MF) is a versatile option to enhancing several physical and chemical 
processes  [1,  2].  Static  or  rotating magnetic  fields  (RMF) might  be  used  to  augment  the 
process  intensity,  instead  of  a  mechanical  mixing.  One  of  the  advantages  of  a  RMF  is 
the possibility to apply it to generation and control of the hydrodynamic conditions for the 
magnetic particle disperse  systems. The use of magnetic particles  as  active micro-stirrers 
under  the  action  of RMF has  attractive  applications  in  the  various  areas  of  the  chemical 
engineering [3‒5].











the  dominating  experimental  studies  in  axial  fields. The movement  of magnetic  particles 
excited  under  a  RMF  has  improved  the  hydrodynamic  conditions  inside  the  fluidization 
vessel (lack of channels and a fluid axial dispersion).This movement may be controlled by 
field intensity and a field orientation [8].







The  investigations  were  performed  by  means  of  the  experimental  apparatus  shown 
in Fig.1. The rotating magnetic field has been generated by averages of the modified 3-phase 
stator  of  an  induction  squirrel  cage motor  whose  parameters  are  compatible  with  Polish 
Standard PN-63/E-08107.  In  the case of  these  investigations,  the stator has been supplied 
47
with 50 Hz three-phase alternating current. The AC multifunctional  transistorized inverter 
has been used to change the frequency of  the rotating magnetic field.  In  the experimental 
procedure, this frequency has been varied in the range between 1 and 50 Hz.
A  liquid-filled  glass  container  was  placed  inside  the  stator.  The  clearance  between 
the side of glass container and  the grooves of  stator  is equal about  to 0.001 m. From  the 
preliminary tests of the experimental apparatus was affirmed, that the empty glass container 
placed  inside  the  stator  not  influenced on  the working parameters  of  the RMF generator. 




The RMF  is  identified  by  using  the magnetic  induction. The  values  of  this magnetic 
field  parameter  at  different  points  inside  the  glass  container  are  detected  by  using  the 
Hall  probe  connected  with  the  personal  computer  and  controlled  by  means  of  the  AC 
(alternating  current)  frequency,  f,  equaled  to  the  frequency  of  RMF. On  the  basis  of  the 
experimental measurements, the maximal values of the magnetic induction, B
max
, have been 
obtained. The graphical form of this relation is given in Fig. 2.












particles  may  be  treated  as  small  agitators,  involving  the  unsteady  rotational  movement 
of the mixing volume.
The  following  reactants  were  used  for  the  syntheses  of  NiFe
2





(p.a.  Apolda,  Germany),  C
2







O  (p.a.,  POCh,  Poland).  The  reagents  weighed  in  stoichiometric 
proportions were ground  in an automatic agate mortar  (3 × 15 min) and sintered  in air at 
1100oC  for  3h  and  next  gradually  cooled  to  room  temperature.  The  phase  composition 




There  are  two  broad  methods  of  perpetrating  Fe
3
O4 particles  –  size  reduction  and 
precipitation,  i.e.,  making  little  particles  out  of  big  ones  and  producing  little  ones  form 
solution  initially.  It  is  a  remarkable  fact  that  size  reduction  by  grinding  can  succeed 
in reducing bulk material to the required size.
All  experimental  measurements  were  initiated  by  loading  into  a  glass  container 
the magnetic  particles with  the  histograms  presented  in  Fig.  3.  It  should  be  noticed  that 
the longitudinal dimensions of these particles can be described by the log-normal functions:
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Under  the  action  of  RMF,  the  magnetic  particles  are  lifted  and  the  disperse  system 
behavior  by  increasing  the MF  intensity  maybe  observed. At  the  initial  state  of  process 





production  of  disperse  systems,  the  fraction  of  magnetic  particles  was  put  into  a  glass 
container  with  dispersing  liquid,  where  the  fraction  was  suspended  by  means  of  RMF. 
The  experimental  results  show  that  the  movement  of  ferromagnetic  particles  may  be 
controlled  by  the  magnetic,  gravity  and  resisting  force.  In  suspension  of  magnetic 
particles, the production efficiency of disperse systems is strongly depended on the values 
of  magnetic  induction.  This  parameter  plays  an  important  role  in  ensuring  the  optimal 
hydro-mechanical  properties  of  the  suspension.  Too  small  values  of  magnetic  induction 
have an unsatisfactory ability of  the  suspended all magnetic particles  in  liquid phase and 
may  only  raise  very  small magnetic  particles. When  the  gravity  and  ferromagnetic  force 



















taken for  the variation  to  reduce below a certain  level  is  taken as  the mixing  time.  In  the 







injected. Conductivity was measured  as  a  function  of  time  by means  of  the  conductivity 
electrodes  and  the  multifunction  computer  meter  CyberScan  PCD  6500  Eutech.  Voltage 
signals were  registered digitally  every 0.1  s. The  localization of  the probes  and  injection 
point  are  presented  in  Fig.  4.The mixing  process was  regarded  as  a  complete, when  the 
average conductivity within the liquid did not change with time. In this work, this point is 
reached when the changed in conductivity remains smaller than 3% of the overall increase 
of  conductivity.  The  typical  evolution  of  the  conductivity  during  experiments  is  shown 
in Fig. 5.




























The  results  given  in  Fig.  6  indicate  a  reduction  in  the  mixing  time  number  with 
the  increase  in  the  Reynolds  number.  These  experimental  results  in  Fig.  6  suggest  that 
the obtained results may be analytically described by a unique monotonic function:
 Θ = a b(Re)   (4)
The  constant  and  the  exponent  are  computed  employing  the Matlab  software  and  the 
principle of least squares.
The  generalization  of  the  experimental  results  of  the  mixing  time  under  the  action 
of  the  magnetic  particles  may  be  correlated  by  using  the  general  relationship  (4). 

















Fig.  6.  The dependence Q = f (Re) for the mixing process under  the action of RMF without 
magnetic particles
Fig.  7.  The  dependence Q  =  f (Re)  for  the mixing  process  under  the  action  of  RMF with 
the various types of magnetic particles
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Fig.  7  demonstrates,  that within  the  scatter  limits  among  the  plotted  data  represented 
by  the points,  the dimensionless mixing  time numbers decreases with  the  increase of  the 












system can be used  for wide variety  of fluids. Moreover,  the  rate  of fluid mixing  can be 
enhanced and the mixing at the micro-scale may be improved.
4. Conclusions
The  objective  of  this  paper was  to  determine  the mixing  time  for  the mixing  system 
consisting of a RMF generator and magnetic particles. The RMF and the magnetic particles 
have different influence on this process. For the RMF, the dimensionless mixing time number 
decreases  with  the  increase  in  the  magnetic  field  intensity.  Improvements  in  the  mixing 
process may be  realized by considering  the synergic effect of  the RMF and  the magnetic 
particles.  It  should  be  noticed  that  the  further  experimental  and  theoretical  studies  are 
needed to optimize the effects of the RMF on the mixing process as well as understand the 
mechanism of its enhancement.
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